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LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp:

Ballast Desc:

Ballast Cat:
Lamp Output:
Max Candela:
Input Wattage:
Luminous Opening:
Test:

Test Date:

Test Lab:
Photometry :
CIE Class:
Cutoff Class:

PD70610-SM-BN - Enkel
KUZCO LIGHTING

ENKEL / Ceiling Mount
PD70610-SM/BN
B089-212B36V930-DIS02

INPUT:120AC- 0.23A / OUTPUT:30-40VDC-
350mA / Max 25W

2X NOVBO / NE0241-20035-1G
Total luminaire Lumens: 1847.7
377.7 at Horizontal: 130°, Vertical: 2°
28.3

Circular (Dia: 8.66")

1272 18

17 December 2018

KUZCO LIGHTING

Type C

Semi-Direct

Semicutoff
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Zonal Lumen Summary Lumens Per Zone

Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total

0-30 297.9 16.1% 0-10 35.7 1.9% 90-100 84.0 4.5%

0-40 494.9 26.8% 10-20 103.1 5.6% 100-110 80.8 4.4%

0-60 915.3 49.5% 20-30 159.1 8.6% 110-120 76.9 4.2%

60-90 431.3 23.3% 30-40 197.0 10.7% 120-130 715 3.9%

70-100 332.2 18% 40-50 213.0 11.5% 130-140 644 3.5%

90-120 241.7 13.1% 50-60 207.3 11.2% 140-150 54.7 3%

0-90 1,346.6 72.9% 60-70 183.1 9.9% 150-160 40.5 2.2%

90-180 501.1 27.1% 70-80 145.5 7.9% 160-170 22.2  1.2%

0-180 1,847.7 100% 80-90 102.7 5.6% 170-180 6.2 0.3%

Isofootcandle Plot Illuminance at a Distance

4 } 2 1 0 1 z 3 Center Beam Fc Biearn Width

1SR 168 fc 6.2 Ft 6.2 Ft
o 41.9fc 1240  124F
45k 18.6 fc 18.6 ft 18.5ft
o 0R 10.5 fc 2480 2471t
7R 6.71 fc 310 309ft
a0R 4.66 Fc 372 3710

M Vert, Spread: 126.4°
M Horiz, Spread: 125.2°

4
M Z0fc 2.5fc 0.2 fc
M 10fc M1fe 0.1fc  Total LLF: 85
Hsfc 0.5fc

Distance in units of mount height (9FE)

Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.



