KUZC

G HTING

LUMINAIRE PHCTCMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp:

Lamp Cat:
Ballast Desc:

Ballast Cat:
Lamp Output:
Max Candela:

Input Wattage:
Luminous Opening:
Test:

Test Date:

Test Lab:
Photometry :

CIE Class:

Cutoff Class:

PD84436-BK-Serif

KUZCO LIGHTING

CEILING MOUNT / PENDANT
PD84436-BK

DC LED

N/A

INPUT: 100-130V 0.35A 50/60Hz OUTPUT: 22-31V
0.7A

DR-CC-30-31

Total luminaire Lumens: 1361.1
167.0 at Horizontal: 320°, Vertical: 83°
23.3

Circular (Dia: 23.5")

1633-21

27 April 2021

KUZCO LIGHTING

Type C

Semi-Direct

Noncutoff

Zonal Lumen Summary
Zone Lumens % Luminaire

0-30 90.3 6.6%
0-40 164.4 12.1%
0-60 384.5 28.2%
60-90  436.5 32.1%
70-100 395.8 29.1%
90-120 329.5 24.2%
0-90 821.0 60.3%
90-180 540.1 39.7%
0-180 1,361.1 100%
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Diskance in units of mount height (15FE)

Photometrics Pro 1.3.29 copyright 2003-2021 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.
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Lumens Per Zone
Zone Lumens % Total Zone Lumens % Total
0-10 9.7 0.7% 90-100 99.7 7.3%
10-20 29.6 2.2% 100-110 123.2 9%
20-30 509 3.7% 110-120 106.7 7.8%
30-40 74.1 5.4% 120-130 63.1 4.6%
40-50 98.5 7.2% 130-140 48.3 3.5%
50-60 121.5 8.9% 140-150 375 2.8%
60-70 140.4 10.3% 150-160 28.0 2.1%
70-80 153.2 11.3% 160-170 24.7 1.8%
80-90 142.9 10.5% 170-180 9.1 0.7%
Tlluminance at a Distance
Center Beam fo Beam Width
“ca 16.2 fc 119.1 e
= 4.06 fic 238.3 Mt
T 1.80 fc 3574 fc
1000 1.01 fc 476.5 ft
125 0.65 fic 595.7 ft
5 ot 045 fic Ti4.8 ft

W Horiz. Spread; 175.2°
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