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K U Z c Polar Candela Distribution
i 180° 170° 160° 150°  140°
LI GHTI NG 275 1z0°
LUMINAIRE PHOTOMETRIC REPORT ji: o
Filename: PD85118-WH - Piazza 10 1102
Manufacturer: KUZCO LIGHTING cc 100°
Luminaire Cat: Piazza PD85118-BK
L [ain iR} q0e
Lamp Output: Total luminaire Lumens: 1504.5
Max Candela: 320.1 at Horizontal: 110°, Vertical: 1.5° = U
Input Wattage: 32 o 70e
Luminous Opening: Rectangle (L: 17.72", W: 17.72") 165 i
Test: 1335-19 220
Test Date: 23 August 2019 275 coe
Test Lab: KUZCO LIGHTING -
Photometry : Type C B - Max cd: 110° H'""ﬁ': 0% 10% BN
CIE Class: Semi-Direct MW -0°H
Cutoff Class: Noncutoff W -90°H
Nema Type: 7 X 7

Zonal Lumen Summary Lumens Per Zone

Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 247.8 16.5% 0-10 30.2 2.0% 90-100 170 1.1%
0-40 406.3 27% 10-20 86.5 5.7% 100-110 489 3.3%
0-60 721.0 47.9% 20-30 131.2 8.7% 110-120 79.2 53%
60-90 208.0 13.8% 30-40 158.4 10.5% 120-130 96.1 6.4%
70-100 109.1 7.2% 40-50 1649 11.0% 130-140 98.7 6.6%
90-120 145.1 9.6% 50-60 149.8 10.0% 140-150 913 6.1%
0-90 929.0 61.7% 60-70 115.9 7.7% 150-160 73.4 4.9%
90-180 575.5 38.3% 70-80 69.5 4.6% 160-170 50.5 3.4%
0-180 1,504.5 100% 80-90 22.6 1.5% 170-180 204 1.4%
Isofootcandle Plokt Illuminance at a Distance
3 2 1 0 1 2 3 Center Bearn Fi Beam Width
R o 142 fc 45ft  46HR
3 0R 35.50c 9.1 ft 9.1t
45h 15.8 fc 13.6 It 13.7 It
60k 8.87 fc 18.1 ft 18.2 it
7ch 567 fc 226t 228t
9.0k 394 fc 272 2740t

W 20 fc 25Fc 0.2 fc
W 10fc MWifc 0.1Ffc  Total LLF: 85
Wi 0.5 fc

Distance in units of mount height {3FE)

Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.

M vert, Spread: 112,9¢
M Horiz, Spread: 113.3°



