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Polar Candela Distribution
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LI GHTI NG 467 el
LUMINAIRE PHOTOMETRIC REPORT zzz i
Filename: PD85548-BK - Piazza 187 110
Manufacturer: KUZCO LIGHTING a9 ﬁ 100°
Luminaire: CEILING/ Pendant
L Ch: 0 q0@
Luminaire Cat: PD85548-BK
Lamp: DC LED w/ Driver e A
Lamp Cat: DC LED w/ Driver 187 700
Lamp Output: Total luminaire Lumens: 1921.4 220 e
Max Candela: 556.0 at Horizontal: 270°, Vertical: 2.5° 373
Input Wattage: 52 467 I
Luminous Opening: Rectangle (L: 31.5", W: 31.5") CEq
Test Date: 04 November 2019 HW-0°H VA 1u°.20_°22.3g: H i
Test Lab: KUZCO LIGHTING M -90°H -45° H
Photometry : Type C W -67.5°H
CIE Class: Semi-Direct
Cutoff Class: Noncutoff
Nema Type: 7 X7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 427.9 22.3% 0-10 52.0 2.7% 90-100 73 0.4%
0-40 703.1 36.6% 10-20 149.1 7.8% 100-110 253 1.3%
0-60 1,253.4 65.2% 20-30 2269 11.8% 110-120 39.1 2%
60-90  363.7 18.9% 30-40 275.1 14.3% 120-130 479 2.5%
70-100 167.3 8.7% 40-50 287.7 15.0% 130-140 513 2.7%
90-120 71.7 3.7% 50-60 262.7 13.7% 140-150 48.0 2.5%
090 1,617.1 84.2% 60-70 203.7 10.6% 150-160 434 2.3%
90-180 304.3 15.8% 70-80 1219 6.3% 160-170 30.8 1.6%
0-180 1,921.4 100% 80-90 38.1 2.0% 170-180 11.1 0.6%
Isofootcandle Plot Illuminance at a Distance
4 E] ,_2,. 1 i 1 23 Center Bearn fr Beam Width
15R 244 fc 4.6 ft 4.6 ft
3.0R 60.9 fc 9.2 ft 9.3t
45R 274 fc 138k 1391t
6.0R 15.2 fc 183k 186t
7.R 9.75 fc 229t 2321t
a.0ft 6.77 fc 275 2780t

M vert, Spread: 113.6°
M Horiz, Spread: 114.2°

W z0fc 2.5fc 0.2 fc
M 10fc Mifc 0.1 fc  Tokal LLF: 85
HWcic 0.5fc

Distance in units af mount height (9FE)
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