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GHTI NG

LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp:

Lamp Cat:
Ballast Desc:

Ballast Cat:
Lamp Output:
Max Candela:

Input Wattage:
Luminous Opening:
Test:

Test Date:

Test Lab:
Photometry :

CIE Class:

Cutoff Class:
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PD86132-BK - Cerchio
KUZCO LIGHTING

CEILING MOUNT / PENDANT
PD86132-BK

DC LED wy/ Driver

DC LED

IN: 120-277VAC, 0.68A; OUT: 43-86VDC, 06A
(const) 51.6W (max)

DONE DL-50W600-LP

Total luminaire Lumens: 2590.7
436.9 at Horizontal: 150°, Vertical: 1°
72

Circular (Dia: 32.28")

1385-19

21 November 2019

KUZCO LIGHTING

Type C

General Diffuse

Noncutoff

Zonal Lumen Summary

Zone Lumens % Luminaire
0-30 339.8 13.1%
0-40 558.3 21.6%
0-60 995.5 38.4%
60-90  299.6 11.6%
70-100 175.0 6.8%
90-120 299.5 11.6%
0-90 1,295.1 50%
90-180 1,295.6 50%
0-180 2,590.7 100%
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W 20 fc 2.5fc 0.2 fc

W 10fc W1fc 0.1fc  Total LLF: 85

MEfc 0.5 fc

Distance in units of mount height (9Ft)

Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.
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Polar Candela Distribution

WA 0°

M - Max Cd: 150°H
W -0°H
W -30°H

Lumens Per Zone
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Zone Lumens % Total Zone Lumens % Total
0-10 41.3 1.6% 90-100 37.7 1.5%
10-20 1184 4.6% 100-110 99.5 3.8%
20-30 180.1 7.0% 110-120 162.2 6.3%
30-40 2185 8.4% 120-130 208.6 8.1%
40-50 228.5 8.8% 130-140 228.7 8.8%
50-60 208.6 8.1% 140-150 218.7 8.4%
60-70 162.3  6.3% 150-160 180.3 7%
70-80 99.5 3.8% 160-170 118.6 4.6%
80-90 37.7 1.5% 170-180 41.3 1.6%
Illuminance at a Distance

Center Beam fc Bieam ‘Width

e 194 fc 4.7

20R 48.5 fc 9.3

45h 21.5fc 14.0 ft

o 0R 12.1 fc 18.7 it

2.5/ T.75fc 2331

9.0R 539fc 28.0 ft

M Horiz, Spread: 114.5°



