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KUZCO LIGHTING

CEILING MOUNT / PENDANT

PD87148-WH
DC LED w/ Driver
DC LED

Total luminaire Lumens: 4248.2
1,442.1 at Horizontal: 150°, Vertical: 2.5°

103

Circular (Dia: 48.03")
KUZCO LIGHTING
Type C

Direct

Full Cutoff

7X7

Zonal Lumen Summary

Zone Lumens % Luminaire
0-30 11,1214 26.4%
0-40 1,841.1 43.3%
0-60 3,276.7 77.1%
60-90 9715 22.9%
70-100 441.0 10.4%
90-120 0 0%
0-90 4,248.2 100%
90-180 0 0%
0-180 4,248.2 100%
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Photometrics Pro 1.3.29 copyright 2003-2021 by jSolutions, Inc.

Total LLF: 85

Polar Candela Distribution
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Lumens Per Zone
Zone Lumens % Total Zone Lumens % Total
0-10 136.3 3.2% 90-100 0 0%
10-20 391.0 9.2% 100-110 0 0%
20-30 594.0 14.0% 110-120 0 0%
30-40 719.7 16.9% 120-130 0 0%
40-50 7514 17.7% 130-140 0 0%
50-60 684.3 16.1% 140-150 0 0%
60-70 530.5 12.5% 150-160 0 0%
70-80 323.5 7.6% 160-170 0 0%
80-90 117.5 2.8% 170-180 0 0%
llluminance at a Distance
Center Beam Fc Beam Width
> 5 231 fc 7.8 7.6 ft
- 576 fc 156t 153M
2.5A 256 fc 234t 229Nt
10.0R 14.4 fc 312k 3060
12 5 9.22 c 390k 38ZR
o 6.40 fc 4690 4591t
W Vert. Spread: 114.7°
M Horiz, Spread: 113.6°

Reported data calculated from manufacturer's data file, based on IES recommended methods.



