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Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT :Z; 1200
Filename: PD985148-WH - Piazza 433 110
Manufacturer: KUZCO LIGHTING 217 100e
Luminaire: CEILING/ Pendant
Luminaire Cat: PD985148-WH SR 0
Lamp: DC LED w/ Driver E A
Lamp Cat: DC LED w/ Driver 433 700
Lamp Output: Total luminaire Lumens: 4490.6 50 T
Max Candela: 1,299.4 at Horizontal: 270°, Vertical: 2.5° 867
Input Wattage: 96 1,083 cpe
Luminous Opening: Rectangle (L: 31.5", W: 31.5") 1,300
Test Date: 04 November 2019 B-0°H VA 1':'°.25'°22_3g§ H =i
Test Lab: KUZCO LIGHTING W -20°H -45° H
Photometry : Type C M -67.5°H
CIE Class: Semi-Direct
Cutoff Class: Noncutoff
Nema Type: 7 X7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 1,000.1 22.3% 0-10 1214 2.7% 90-100 170 0.4%
0-40 1,643.1 36.6% 10-20 348.5 7.8% 100-110 59.0 1.3%
0-60 2,929.3 65.2% 20-30 530.2 11.8% 110-120 91.5 2%
60-90  850.1 18.9% 30-40 643.0 14.3% 120-130 112.0 2.5%
70-100 390.9 8.7% 40-50 672.3 15.0% 130-140 119.8 2.7%
90-120 167.5 3.7% 50-60 613.8 13.7% 140-150 1123 2.5%
0-90 3,779.3 84.2% 60-70 476.1 10.6% 150-160 101.5 2.3%
90-180 711.2 15.8% 70-80 2849 6.3% 160-170 72.1 1.6%
0-180 4,490.6 100% 80-90 89.1 2.0% 170-180 26.0 0.6%
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Distance in units af mount height (9FE)
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