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LUMINAIRE PHOTOMETRIC REPORT :Z; 1200
Filename: PD985160-BK - Piazza 43 110=
Manufacturer: KUZCO LIGHTING 217 100e
Luminaire: CEILING/ Pendant (1)
Luminaire Cat: PD985160-BK SR 0
Lamp: DC LED w/ Driver E A
Lamp Cat: DC LED w/ Driver 433 700
Lamp Output: Total luminaire Lumens: 4173.5 50 T
Max Candela: 1,252.9 at Horizontal: 270°, Vertical: 2.5° 867
Input Wattage: 120 1,083 cpe
Luminous Opening: Rectangle (L: 31.5", W: 31.5") 1,300 e
Test Date: 04 November 2019 H-0°H vACS 1':'°.25'°22.3g§ H iy
Test Lab: KUZCO LIGHTING W -20°H -45° H
Photometry : Type C M -67.5°H
CIE Class: Semi-Direct
Cutoff Class: Noncutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 964.3 23.1% 0-10 1171  2.8% 90-100 127 0.3%
0-40 1,584.3 38% 10-20 336.1 8.1% 100-110 439 1.1%
0-60 2,824.4 67.7% 20-30 511.2 12.2% 110-120 68.1 1.6%
60-90  819.5 19.6% 30-40 620.0 14.9% 120-130 834 2%
70-100 373.1 8.9% 40-50 648.2 15.5% 130-140 89.2 2.1%
90-120 124.7 3% 50-60 591.9 14.2% 140-150 83.6 2%
0-90 3,643.8 87.3% 60-70 459.1 11.0% 150-160 75.6 1.8%
90-180 529.6 12.7% 70-80 2747 6.6% 160-170 53.7 1.3%
0-180 4,173.5 100% 80-90 857 2.1% 170-180 19.3 0.5%
Isofootcandle Plot Illuminance at a Distance
4 / E] 2 1 i 1 B 3 Center Bean Fc ) Beam Width
15R 549 fc 4.6 ft 4.6 ft
E 3.0R 137 Ic 9.2 ft 9.3t
45R 61.0 fc 138k 1391t
2 6.0R 34.3Fc 183k 186t
7.R 22.0 fc 229t 2321t
i a0f 15.3 fc 275 278H
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M z0fc 2.5fc 0.2fc
M 10Fc Wifc 0.1fc  Taokal LLF: 85
BWESrc 0.5 fc

Distance in units af mount height (9FE)
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