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LUMINAIRE PHOTOMETRIC REPORT :z; 1209
Filename: PD986160-WH - Cerchio 43 110=
Manufacturer: KUZCO LIGHTING 217 100e
Luminaire: CEILING MOUNT / PENDANT
Luminaire Cat: PD986160-WH SR &
Lamp Cat: DC LED Bl 80°
Lamp Output: Total luminaire Lumens: 7163.8 433 700
Max Candela: 1,207.4 at Horizontal: 150°, Vertical: 2.5° ES0 .
Input Wattage: 148 B67
Luminous Opening: Circular (Dia: 32.28") 1,083 cie
Test: 1385-19 1,300
Test Date: 21 November 2019 B - Max Cd: 150° H'“"q’ o 1':'°.ZE'°22.3§§ H &
Test Lab: KUZCO LIGHTING W-0"H -45°0 H
Photometry : Type C W -90°H M -67.5°H
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Nema Type: 7 X7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 939.7 13.1% 0-10 1142 1.6% 90-100 105.2 1.5%
0-40 1,543.9 21.6% 10-20 327.5 4.6% 100-110 275.6 3.8%
0-60 2,752.5 38.4% 20-30 498.0 7.0% 110-120 449.0 6.3%
60-90  829.8 11.6% 30-40 604.1 8.4% 120-130 576.8 8.1%
70-100 486.0 6.8% 40-50 631.8 8.8% 130-140 631.6 8.8%
90-120 829.8 11.6% 50-60 576.8 8.1% 140-150 604.0 8.4%
0-90 3,582.2 50% 60-70 449.0 6.3% 150-160 497.9 7%
90-180 3,581.6 50% 70-80 275.6 3.8% 160-170 327.5 4.6%
0-180 7,163.8 100% 80-90 105.2 1.5% 170-180 1141 1.6%
Isofootcandle Plot Illuminance at a Distance
i 2 1 1] 1 2 3 o Center Beam fc Bearn Width
m 15R 536 fc 4.7t 4.7 ft
E 3.0R 134 [c 9.4 ft 9.3t
T 45R 59.6 fc 141 ft 1400t
2 / o 33.5 fc 187k 1871
7.R 21.4 fc 234t 233
1 / i 14.9fc 281t 280M
i W Yert, Spread: 114,79

M Horiz, Spread: 114.5°
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W z0fc 2.5fc 0.2 fc
M 10fc Mifc 0.1 fc  Tokal LLF: 85
HWcic 0.5fc

Distance in units af mount height (9FE)

Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.



