KUZCO

G HT

LUMINAIRE PHCTCMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp:

Lamp Cat:
Ballast Desc:

Ballast Cat:
Lamp Output:
Max Candela:
Input Wattage:
Luminous Opening:
Test:

Test Date:

Test Lab:
Photometry :
CIE Class:
Cutoff Class:

TL95121-NB-Huron
KUZCO LIGHTING
TABLE LAMP
TL95121-NB

DC LED

N/A

iNPUT: 100-240V, 50/60Hz, 0.24A OUTPUT: 24Vdc,
max. 500A

LED-CV24V500P

Total luminaire Lumens: 702.1
76.3 at Horizontal: 110°, Vertical: 84°
10.6

Rectangle (L: 0.39", W: 0.39")
1514-20

04 December 2020

KUZCO LIGHTING

Type C

General Diffuse

Noncutoff

Zonal Lumen Summary

Zone Lumens % Luminaire

0-30 30.0 4.3%
0-40 59.5 8.5%
0-60 157.5 22.4%
60-90  220.7 31.4%
70-100 230.7 32.9%
90-120 209.1 29.8%
0-90 378.2 53.9%
90-180 323.9 46.1%
0-180  702.1 100%
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Polar Candela Distribution
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Lumens Per Zone
Zone Lumens % Total Zone Lumens % Total
0-10 2.6 0.4% 90-100 771 11%
10-20 9.2 1.3% 100-110 71.0 10.1%
20-30 18.2 2.6% 110-120 61.0 8.7%
30-40 294 4.2% 120-130 48.1 6.8%
40-50 424 6.0% 130-140 34.0 4.8%
50-60 55.6 7.9% 140-150 20.7 2.9%
60-70 67.1 9.6% 150-160 9.7 1.4%
70-80 75.1 10.7% 160-170 2.2 0.3%
80-90 78,5 11.2% 170-180 0.1 0%
Tlluminance at a Distance
Center Beam fo Beam Width
2z 4.10fc ‘3250
it 1.02 fc 65.0 fit
7 0.46 fic 97.5ft
1000 0.26 fc 1299t
125 0.16 fic 162.4 ft
=00 0.11 fc 194.9 ft

W Beam Spraad; 162,5°

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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