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Polar Candela Distribution
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GHTING 292 130
LUMINAIRE PHOTOMETRIC REPORT jj: 1200
Filename: VL10337-BN - Vega 17 110=
Manufacturer: Kuzco Lighting ca 100e
Luminaire: VEGA / VANITY LT 8
Luminaire Cat: VL10337-BN
Lamp Cat: SLM 66-1000-930-120-51-B-V1 (x2) & e
Lamp Output: Total luminaire Lumens: 1276.9 117 7oe
Max Candela: 346.1 at Horizontal: 90°, Vertical: 5° 175 e
Input Wattage: 22.8 233
Luminous Opening: Rectangle (L: 37", W: 0.79") 292 £0e
Test: 624_16 =50
Test Date: 15 November 2016 HW-0°H VA 1u°.20_°22.3g: H s
Test Lab: Kuzco Lighting M -90°H -45°H
Photometry : Type C _ it
CIE Class: Semi-Direct
Cutoff Class: Noncutoff
Nema Type: 7 X 7
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 266.8 20.9% 0-10 324  2.5% 90-100 45.1 3.5%
0-40 438.9 34.4% 10-20 929 7.3% 100-110 40.3 3.2%
0-60 791.9 62% 20-30 1415 11.1% 110-120 329 2.6%
60-90  308.5 24.2% 30-40 172.1 13.5% 120-130 23.6 1.8%
70-100 211.0 16.5% 40-50 1819 14.2% 130-140 16.2 1.3%
90-120 118.3 9.3% 50-60 171.1 13.4% 140-150 10.1 0.8%
0-90 1,100.4 86.2% 60-70 142.6 11.2% 150-160 54 0.4%
90-180 176.4 13.8% 70-80 102.8 8.1% 160-170 2.3 0.2%
0-180 1,276.9 100% 80-90 63.1 4.9% 170-180 0.6 0%
Isofootcandle Plot Illuminance at a Distance
4 3 z 1 i} 1 F 3 Center Bearn fr Beam Width
15R 152 fc 570t 4.3t
3.0R 37.9fc 11.4 It 85ft
45R 16.8 fc 17.1ft 1281
6.0R 9.48 fc 228k 1711t
7.R 6.06 fc 284t 2140t
3.0ft 4.21 fc 341t 2560t

M vert, Spread: 124.4°
M Horiz, Spread: 109,9°

W z0fc 2.5fc 0.2 fc
M 10fc Mifc 0.1 fc  Tokal LLF: 85
HWcic 0.5fc

Distance in units af mount height (9FE)
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