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Polar Candela Distribution
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G H T I NG 200 1202
LUMINAIRE PHOTOMETRIC REPORT j:; 1209
Filename: VL10337-GD - Vega 120 110°
Manufacturer: KUZCO LIGHTING . 100e
Luminaire: VEGA / VANITY
- e e
Luminaire Cat: VL10337-GD
Lamp Cat: SLM660-2000-930-120-51 & Al
Lamp Output: 1 lamp, rated Lumens/lamp: 1231 ded Fo=
Max Candela: 351.2 at Horizontal: 0°, Vertical: 0° 120 i
Input Wattage: 22.9 240
Luminous Opening: Rectangle w/Luminous Sides (L: 37.01", W: 0.79", 300 toe
H: 0.39") 260
Test: 1131-18 WA:0® 10° 20° 30% 400
M -0°H M-225°H
Test Date: 10 JuIy 2018 W -20°H - 452 H
Test Lab: KUZCO LIGHTING W -57.5°H
Photometry : Type C
CIE Class: Semi-Direct
Cutoff Class: Semicutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Lamp % Luminaire Zone Lumens % Total Zone  Lumens % Total
0-30 271.0 22% 22% 0-10 33.2  2.7% 90-100 39.1 3.2%
0-40 442.6 36% 36% 10-20 94.8 7.7% 100-110 35.2 2.9%
0-60 786.5 63.9% 63.9% 20-30 143.0 11.6% 110-120 29.2 2.4%
60-90 289.5 23.5% 23.5% 30-40 171.6 13.9% 120-130 209 1.7%
70-100 193.2 15.7% 15.7% 40-50 178.7 14.5% 130-140 143 1.2%
90-120 103.5 8.4% 8.4% 50-60 165.3 13.4% 140-150 89 0.7%
090 1,076.1 87.4% 87.4% 60-70 135.5 11.0% 150-160 4.7 0.4%
90-180 154.7 12.6% 12.6% 70-80 96.2 7.8% 160-170 20 0.2%
0-180 1,230.8 100% 100% 80-90 579 4.7% 170-180 0.5 0%
Isofootcandle Plokt Illuminance at a Distance
4 3 2 1 0 12 3 Center Beam fc Biearn Wwidth
[ ' R 156fc 41k SOR
3.0 39.0 fc 82k 100ft
45h 17.3fc 12.2ft 1500
6.0ft 9.76 fc 16.3fk 20.0ft
2.5ft 6.24 fc 204ft 2501t
9.0R 4.34 fc 24.5ft 299ft

M vert, Spread: 107.3°
M Horiz, Spread: 118.0°

4
W 20 fc 25Fc 0.2 fc
W 10fc MWifc 0.1Ffc  Total LLF: 85
Wi 0.5 fc

Distance in units of mount height {3FE)
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