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LUMINAIRE PHOTOMETRIC REPORT

Filename: VL47237-CH - Latitude
Manufacturer: KUZCO LIGHTING

Luminaire: LATITUTE / Wall Mount
Luminaire Cat: VL47237-CH

Lamp Cat: SLM-07-2400-930-120-S3 + SLM-05-1200-930-120-
S3

Lamp Output: 1 lamp, rated Lumens/lamp: 3129
Max Candela: 591.7 at Horizontal: 0°, Vertical: 112.5°
Input Wattage: 44.2
Luminous Opening: Rectangle (L: 35.83", W: 2.76")
Test: 1113-18
Test Date: 25 June 2018
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Nema Type: 7 X7
Zonal Lumen Summary
Zone Lumens % Lamp % Luminaire

0-30 250.0 8% 8%
0-40 441.4 14.1% 14.1%
0-60 918.6 29.4% 29.4%
60-90 669.6 21.4% 21.4%
70-100 627.1 20% 20%
90-120 662.1 21.2% 21.2%
0-90 1,588.2 50.8% 50.8%
90-180 1,541.0 49.2% 49.2%
0-180 3,129.1 100% 100%
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Polar Candela Distribution
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Lumens Per Zone
Zone Lumens % Total
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Illuminance at a Distance
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Zenker Beam fc
121 fc
30.2 fc
13.4 fc
7.56 Fc
4.84 fc
3.36 fc

M vert, Spread; 168,27
M Horiz, Spread; 115.0°

Reported data calculated from manufacturer's data file, based on IES recommended methods.

Lumens % Total

202.2 6.5%
2220 7.1%
2379 7.6%
238.2 7.6%
219.5 7%
182.4 5.8%
1334 4.3%
79.3 2.5%
26.0 0.8%
Biearn Width

2896t 4.7 ft
579t  94ft
86.8ft 14.1ft

115.7 ft
144.7 ft
173.6 ft

18.8 ft
236t
2831t



