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Polar Candela Distribution
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LUMINAIRE PHOTOMETRIC REPORT z::
Filename: VL47237-BK - Latitude 147
Manufacturer: KUZCO LIGHTING as
Luminaire: VANITY
Luminaire Cat: VL47237-BK N
Lamp: 2 RECTANGULAR LED BOARDS 2
Lamp Cat: SLM 05-1200-930-120-S3 197
Lamp Output: 2 lamps, rated Lumens/lamp: 1520.5 235
Max Candela: 583.1 at Horizontal: 22.5°, Vertical: 82.5° 393
Input Wattage: 44.2 497 cne
Luminous Opening: Rectangle (L: 1.18", W: 11.02") cap
Test: 1101-18 B-0°H VALY 1°°.2°_°22.3§3H i
Test Date: 19 June 2018 M -90°H -45°H
Test Lab: KUZCO LIGHTING W -67.5°H
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Lamp % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 87.2 2.9% 2.9% 0-10 3.5 0.1% 90-100 337.5 11.1%
0-40 204.8 6.7% 6.7% 10-20 22.0 0.7% 100-110 309.6 10.2%
0-60 625.8 20.6% 20.6% 20-30 61.7 2.0% 110-120 266.3 8.8%
60-90 959.3 31.5% 31.5% 30-40 117.6 3.9% 120-130 212.8 7%
70-100 1,005.5 33.1% 33.1% 40-50 180.3 5.9% 130-140 155.2 5.1%
90-120 913.5 30% 30% 50-60 240.7 7.9% 140-150 99.6 3.3%
0-90 1,585.1 52.1% 52.1% 60-70 291.3 9.6% 150-160 524 1.7%
90-180 1,456.0 47.9% 47.9% 70-80 326.0 10.7% 160-170 193 0.6%
0-180 3,041.1 100% 100% 80-90 342.0 11.2% 170-180 3.2 0.1%
Isofootcandle Plot Illuminance at a Distance
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Distance in units af mount height (9FE)

Photometrics Pro 1.3.29 copyright 2003-2020 by jSolutions, Inc.
Reported data calculated from manufacturer's data file, based on IES recommended methods.



