KUZC

G HTING

LUMINAIRE PHCTCMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp:

Lamp Cat:
Ballast Desc:

Ballast Cat:
Lamp Output:
Max Candela:

Input Wattage:
Luminous Opening:
Test:

Test Date:

Test Lab:
Photometry :

CIE Class:

Cutoff Class:

Nema Type

VL52718-WT-Anello_Minor
KUZCO LIGHTING

WALL MOUNT / VANITY LIGHT
VL52718-WT

DC LED

N/A

INPUT: 120-277 Vac 50/60Hz 0.35A OUTPUT:
DC24V 1.05A MAX 25W MAX

PYB025V0240LXD1P

Total luminaire Lumens: 483.6
161.9 at Horizontal: 357.5°, Vertical: 87.5°
13.5

Rectangle (L: 1.73", W: 18.11")
1624-21

23 April 2021

KUZCO LIGHTING

Type C

General Diffuse

Noncutoff

1 7X7

Zonal Lumen Summary

Zone Lumens % Luminaire

0-30 16.4 3.4%
0-40 35.0 7.2%
0-60 99.0 20.5%
60-90 148.4 30.7%
70-100 156.9 32.4%
90-120 145.2 30%
0-90 247.4 51.2%
90-180 236.2 48.8%
0-180  483.6 100%
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Lumens Per Zone
Zone Lumens % Total Zone Lumens % Total
0-10 1.1 0.2% 90-100 531 11%
10-20 47 1.0% 100-110 49.3 10.2%
20-30 106 2.2% 110-120 42.8 8.9%
30-40 185 3.8% 120-130 345 7.1%
40-50 27.5 5.7% 130-140 25.5 53%
50-60 36.5 7.6% 140-150 16.8 3.5%
60-70 44.6 9.2% 150-160 94 1.9%
70-80 50.5 10.4% 160-170 40 0.8%
80-90 534 11.0% 170-180 09 0.2%
Tlluminance at a Distance
Center Beam fic Beam Width
=R 1.57 fc 7.6t T4 It
P 0.39 fc 152t 1471t
LS 0.17fc 2ZeRt 221Nt
1000 0.10 fc 3.5k 29510
1350 0.06 fic 3|1t 3680
15 08 0.04 fic 457k 442 ft

Polar Candela Distribution
180° 170° 160% 1509 5407

W Yest, Spread: 113.47
W Horiz, Spread; 111.77

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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