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LUMINAIRE PHOTOMETRIC REPORT S 1200
Filename: VL53519-BGCL - Birch 143 g
Manufacturer: KUZCO LIGHTING 72 1002
Luminaire: WALL MOUNT /VANITY LIGHT cos a0
Luminaire Cat: VL53519-BGCL 72 o
Lamp: DC LED
142 705
Lamp Cat: UNKNOWN
Ballast Desc: INPUT: 120Vac 0.32A 50/60Hz. OUTPUT: 18- e EQe
40Vdc 600mA 247
Ballast Cat: NE024120060-2G £l e
Lamp Output: Total luminaire Lumens: 1898.4 420
A ) WA 0e 100 200 30° 409
Max Candela: 420.8 at Horizontal: 35°, Vertical: 135° B - Max cd: 35° H BW-::5°H
Input Wattage: 24.2 = - U°:| . 52 H‘j
Luminous Opening: Rectangle (L: 5.98", W: 18.5") <2k B
Test: 2421-24
Test Date: 23 April 2024
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: Semi-Indirect
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 6.9 0.4% 0-10 0.3 0.0% 90-100 113.3 6%
0-40 19.0 1% 10-20 1.5 0.1% 100-110 171.0 9%
0-60 74.1 3.9% 20-30 51 0.3% 110-120 2469 13%
60-90  190.8 10.1% 30-40 12.0 0.6% 120-130 293.0 15.4%
70-100 257.8 13.6% 40-50 22.0 1.2% 130-140 2848 15%
90-120 531.3 28% 50-60 33.2 1.7% 140-150 231.6 12.2%
0-90 264.9 14% 60-70 46.4 2.4% 150-160 162.2 8.5%
90-180 1,633.5 86% 70-80 624 3.3% 160-170 98.0 5.2%
0-180 1,898.4 100% 80-90 82.0 4.3% 170-180 32.6 1.7%
Isofootcandle Plot Illuminance at a Distance
4 3 2 1 0 1 z 3 Cenker Beam fc Biearn Wwidth
230 0.29 fc 17.0ft
3 6 7R 0.07 fc 34.5 ft
10.0R 0.03 fc 515t
z 12 3R 0.02 fc 68.5 ft
) 16.7R 0.01 fc 86.0 ft
0.0 0.01 fc 103.0 it
0 M Horiz. Spread: 137.5°
1
2
3
4
W 20 fc 2.5 fc 0.2 fc
W10 fc Wi 0.1 fc  Taokal LLF: 85
BWSfc 0.5 fc
Distance in units of mount height (SFE)
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