KUZC

G HTING

LUMINAIRE PHCTCMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp:

Lamp Cat:
Ballast Desc:
Ballast Cat:
Lamp Output:
Max Candela:
Input Wattage:
Luminous Opening:
Test:

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:
Nema Type:

VL61626-CH-Alberni

KUZCO LIGHTING

WALL MOUNT / VANITY
VL61626-CH

AC LED
L560-40-2400-930-120-S3

N/A

N/A

Total luminaire Lumens: 1540.7
335.7 at Horizontal: 357.5°, Vertical: 75°
27.4

Rectangle (L: 5.12", W: 25.98")
1527-20

28 December 2020

KUZCO LIGHTING

Type C

General Diffuse

Noncutoff

7X7

Zonal Lumen Summary

Zone Lumens % Luminaire
0-30 103.9 6.7%
0-40 187.7 12.2%
0-60 410.0 26.6%
60-90  360.4 23.4%
70-100 353.5 22.9%
90-120 360.4 23.4%
0-90 770.4 50%
90-180 770.3 50%
0-180 1,540.7 100%
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Lumens Per Zone
Zone Lumens % Total Zone  Lumens % Total
0-10 10.8  0.7% 90-100 116.3 7.5%
10-20 339 2.2% 100-110 1209 7.8%
20-30 59.2 3.8% 110-120 123.2 8%
30-40 83.8 5.4% 120-130 118.0 7.7%
40-50 1043 6.8% 130-140 1042 6.8%
50-60 118.0 7.7% 140-150 83.7 5.4%
60-70 123.2 8.0% 150-160 59.2 3.8%
70-80 1209 7.8% 160-170 339 2.2%
80-90 1163 7.5% 170-180 10.8 0.7%
HMluminance at a Distance
Cenker Beam fc Baam Width
2 17.8 fc 16.9 ft 1.7
£ 4.44 fc 338 1540t
+ER 1.97 fc S0.TRE 231 ft
o o 1.11 fc 676t 3097
12 53 0.71 fc 846t 386 M
15 0.49 fc 101.51t 46,3 It

W est, Spread: 147.1%
W Horiz, Spresd; 114.1°

Distance in units of mount height (15FE)

Photometrics Pro 1.3.29 copyright 2003-2021 by jSolutions, Inc.

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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