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LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:
Luminaire:
Luminaire Cat:
Lamp Cat:

Lamp Output:

Max Candela:
Input Wattage:
Luminous Opening:

Test:

Test Date:
Test Lab:
Photometry :
CIE Class:
Cutoff Class:

Nema Type

VL6220-CH - Jane-Slim

Kuzco Lighting

Vanity

VL6220-CH

SLM 04-800-930-120-S3 (x2)

Total luminaire Lumens: 1066.4
182.9 at Horizontal: 0°, Vertical: 125°
18.8

Rectangle w/Luminous Sides (L: 1.38", W: 20", H:
1.42")

665_17

06 January 2017
Kuzco Lighting
Type C

General Diffuse
Noncutoff

1 7X7

Zonal Lumen Summary
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Photometrics Pro 1.

Zone Lumens % Luminaire

0-30 96.8 9.1%
0-40 165.6 15.5%
0-60 323.9 30.4%
60-90  199.8 18.7%
70-100 181.0 17%
90-120 204.5 19.2%
0-90 523.7 49.1%
90-180 542.7 50.9%
0-180 1,066.4 100%
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Polar Candela Distribution

W -0°H
W -920°H

Lumens Per Zone
Zone Lumens % Total

0-10

10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90

1.5R
30R
4.5f
60F
7ER
9.0R

10.9
32.8
53.0
68.9
78.0
80.3
76.2
66.7
56.9

1.0%
3.1%
5.0%
6.5%
7.3%
7.5%
7.1%
6.3%
5.3%

Illuminance at a Distance
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1802 170 160 1502 140°

Zone
90-100

100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

Zenker Beam fc
50.6 Fc
12.6 fc
562 fc
3.16 fc
2.02 fc
1.41 Fc

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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Lumens % Total
573 5.4%
68.2 6.4%
79.0 7.4%
83.7 7.9%
815 7.6%
719 6.7%
55.4 5.2%
342 3.2%
114 1.1%
Beam ‘Width
5.0t 4.4 ft

M vert, Spread; 118.0°
M Horiz, Spread; 111.6°

10.0 ft 8.8 ft
150f 13.2ft
200ft  17.6ft
249t 221H
299 26.5ft



