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LUMINAIRE PHOTOMETRIC REPORT :; X 200 |
Filename: VL63624-BN-Brio i H \ /,_“‘\\ 1107
Manufacturer: KUZCO LIGHTING - W ) 100°
Luminaire: WALL MOUNT / VANITY LIGHT ey i ! ____...-“"" -
Luminaire Cat: VL63624-BN )
Lamp: DC LED i &0°
Lamp Cat: N/A 3 70=
Ballast Desc: INPUT: 100-130V / 0.24A / 50/60Hz OUTPUT: 13- 1a -
21V / 1A 10
Ballast Cat: DR-CC-20-21 18 g
Lamp Output: Total luminaire Lumens: 923.2 ay
Max Candela: 214.6 at Horizontal: 180°, Vertical: 135° VAID® 100 200 300 409
MW -0*H W-Z25H
Input Wattage: 23 W-orH § - 45°H
Luminous Opening: Rectangle (L: 2.99", W: 24.02") ' W -57.5"H
Test: 1549-21
Test Date: 08 January 2021
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Nema Type: 7 X 3
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone  Lumens % Total
0-30 53.1 5.7% 0-10 3.8 0.4% 90-100 26.5 2.9%
0-40 110.3 11.9% 10-20 15.6 1.7% 100-110 63.1 6.8%
0-60 274.0 29.7% 20-30 33.7 3.6% 110-120 91.3 9.9%
60-90 153.5 16.6% 30-40 57.2 6.2% 120-130 101.7 11%
70-100 103.6 11.2% 40-50 78.6 8.5% 130-140 90.6 9.8%
90-120 180.8 19.6% 50-60 85.1 9.2% 140-150 63.4 6.9%
0-90 427.6 46.3% 60-70 76.4 8.3% 150-160 37.3 4%
90-180 495.6 53.7% 70-80 56.6 6.1% 160-170 173 1.9%
0-180 923.2 100% 80-90 20.5 2.2% 170-180 44  0.5%
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Photometrics Pro 1.3.29 copyright 2003-2021 by jSolutions, Inc.

Reported data calculated from manufacturer's data file, based on IES recommended methods.

W ert, Spread: 42,07
W Horiz, Spread; 92.6°
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