
Filename: VL7524-CH - Jane-Slim

Manufacturer: Kuzco Lighting

Luminaire: Pendant

Luminaire Cat: VL7524-CH

Lamp Cat: LIN 05-1200-930-120-S3 + LIN 03-600-930-120-S3

Lamp Output: Total luminaire Lumens: 1366.8

Max Candela: 270.4 at Horizontal: 0°, Vertical: 115° 

Input Wattage: 22.6

Luminous Opening: (L: 2.68", W: 2.68", H: 20.87")

Test: 1005_18

Test Date: 30 January 2018

Test Lab: Kuzco Lighting

Photometry : Type C

CIE Class: General Diffuse

Cutoff Class: Noncutoff

Nema Type: 7 X 7

Zonal Lumen Summary

Zone Lumens % Luminaire

0-30 116.3 8.5%

0-40 195.8 14.3%

0-60 380.4 27.8%

60-90 273.9 20%

70-100 266.8 19.5%

90-120 283.2 20.7%

0-90 654.2 47.9%

90-180 712.6 52.1%

0-180 1,366.8 100%

Lumens Per Zone

Zone Lumens  % Total   Zone Lumens % Total

0-10 13.8 1.0%   90-100 87.4 6.4%

10-20 40.0 2.9%   100-110 94.7 6.9%

20-30 62.5 4.6%   110-120 101.1 7.4%

30-40 79.5 5.8%   120-130 104.6 7.6%

40-50 90.1 6.6%   130-140 101.4 7.4%

50-60 94.5 6.9%   140-150 90.3 6.6%

60-70 94.4 6.9%   150-160 71.5 5.2%

70-80 92.2 6.7%   160-170 45.9 3.4%

80-90 87.3 6.4%   170-180 15.8 1.2%
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