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LUMINAIRE PHOTOMETRIC REPORT 122 1200
Filename: WS83427-VB - Lochwood 90
Manufacturer: KUZCO LIGHTING ac
Luminaire: BOX / Wall Mount ;"
Luminaire Cat: WS83427-VB S
Lamp Cat: ZEGA LED: SLM 07-2400-930-120-S3 b .
Ballast Desc: N/A A
Ballast Cat: N/A 135
Lamp Output: Total luminaire Lumens: 1499 180
Max Candela: 267.9 at Horizontal: 2.5°, Vertical: 92.5° 725 o
Input Wattage: 31.5 270
Luminous Opening: (L: 2.36", W: 2.36", H: 20.08") B-vxcdzen R T
Test: 1182-18 W -0°H -45°H
Test Date: 03 October 2018 W -50°H W -67.5°H
Test Lab: KUZCO LIGHTING
Photometry : Type C
CIE Class: General Diffuse
Cutoff Class: Noncutoff
Zonal Lumen Summary Lumens Per Zone
Zone Lumens % Luminaire Zone Lumens % Total Zone Lumens % Total
0-30 40.6 2.7% 0-10 21 0.1% 90-100 1694 11.3%
0-40 92.0 6.1% 10-20 109 0.7% 100-110 158.5 10.6%
0-60 280.0 18.7% 20-30 27.6 1.8% 110-120 138.6 9.2%
60-90 458.6 30.6% 3040 51.5 3.4% 120-130 1123 7.5%
70-100 492.8 32.9% 40-50 794 53% 130-140 83.2 5.5%
90-120 466.6 31.1% 50-60 108.6 7.2% 140-150 54.2 3.6%
0-90 738.6 49.3% 60-70 135.2 9.0% 150-160 29.4 2%
90-180 760.4 50.7% 70-80 155.7 10.4% 160-170 12.2 0.8%
0-180 1,499.0 100% 80-90 167.6 11.2% 170-180 25 0.2%
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Distance in units of mount height (9FE)
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