Photometric Report: WS90432-UB - Mason

KUZC

LUMINAIRE PHOTOMETRIC REPORT

Filename:
Manufacturer:

Luminaire

GHT

WS90432-UB

Luminaire Cat: WS90432-UB

Lamp:

DC LED

Lamp Cat: Unknown

Ballast Desc:

Ballast Cat:
Lamp Output:
Max Candela:

40VDC 350mA

Input Wattage: 14.3

Luminous Opening:

Test: 2478-24
Test Date: 08 May 2024

Test Lab:
Photometry :

Type C

CIE Class: General Diffuse
Cutoff Class: Noncutoff
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Photometrics Pro 1.3.29 copyright 2003-2024 by jSolutions, Inc.

I N G

- Mason
KUZCO LIGHTING
: WALL MOUNT / WALL SCONCE

INPUT: 120VAC 0.17A 50/60Hz. OUTPUT: 12-

NE012120035-2G
Total luminaire Lumens: 1278.7
2,596.0 at Horizontal: 0°, Vertical: 180°

(L: 1.5", W: 1.5", H: 32.01")

KUZCO LIGHTING

Zonal Lumen Summary

Zone

0-30 546.9
0-40 566.7
0-60 584.4
60-90 6.3
70-100 5.1
90-120 7.0
0-90 590.7
90-180 688.1

0-180 1,278.7

Lumens % Luminaire

42.8%
44.3%
45.7%
0.5%
0.4%
0.6%
46.2%
53.8%
100%

Isofootcandle Plot
1 0

.5 fe 0.2 Fc
fc 0.1 fc
5 fo

1 2

Tatal LLF: 85
W 50%: Max Cd

Distance in units of mount height (SFE)

--- Max Cd

2,600
2,167
1,732
1,200
867
422
O 0
433
SE7
1,200
1,732
2,167
2,600

Polar Candela Distribution

W -0°H
W -90°H

Lumens Per Zone
Zone Lumens % Total

0-10

10-20
20-30
30-40
40-50
50-60
60-70
70-80
80-90

330
.7
10,0f
13.3f
1677
20.0f

180.1
280.8
86.1
19.7
11.4
6.3
3.0
1.5
1.8

14.1%
22.0%
6.7%
1.5%
0.9%
0.5%
0.2%
0.1%
0.1%

120

A

W0 10 20 207
W -225°

Zone
90-100
100-110
110-120
120-130
130-140
140-150
150-160
160-170
170-180

5o H
- 45°H

M -57.5°H

Lumens % Total

1.8 0.1%
1.7 0.1%
3.5 0.3%
7.3 0.6%
12.9 1%
220 1.7%
9.0 7.7%
330.3 25.8%
209.6 16.4%

INluminance at a Distance
Center Beam Fc

208 fc
50.4 fc
226 fc
12.8 fc
8.11 fc
5.65 fc

M Horiz, Spread: 29,42

Reported data calculated from manufacturer's data file, based on IES recommended methods.
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