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CH18537-BN CH18537-BK
Brushed Nickel Black

SPECIFICATION DETAILS

Fixture Dimensions
Light Source
Wattage

Total Lumens
Delivered Lumens
Voltage

Color Temperature
CRI (Ra)

Optional Color Temps

LED Rated Life
Dimming
Diffuser Details
Adjustable
Wire Length
Wire Type

Minimum Hang Height

Sloped Ceiling Adaptable

Location
Canopy Dimensions

Paint Finish

L35-1/2" x W35-1/2" x H3-3/4"
LED with DC Driver

48W

3825Im

2700Im*

120V

3000K

90CRI

2700K - 5000K Available, Minimum Order Quantities
Apply

50,000 hours

100% - 10%, TRIAC or ELV Dimmer (Not Included)
Frosted acrylic diffuser

Yes

120" Max

BK - Black Wire; BN-Clear Wire;
6"

Yes

Dry

D7-1/8" x H1-5/8"

BK02; BNO1;

* For custom options, consult factory for details.

* For warranty information, please visit www.kuzcolighting.com/warranty
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DESCRIPTION

Akari keeps true to its most minimal yet sleek form with metallic finishes,

with all eyes on the bars of illumination. This collection fits almost any
design and styling needs. Available in Brushed Nickel and Black finishes.
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Finish
BK - Black
BN - Brushed Nickel
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