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EP26608

PROJECT

PENDANTS
DESCRIPTION
Architectural exterior flush mount, die-cast conical aluminum body with
clear tempered glass cover and multi-faceted aluminum reflector
maximizes light output without hot spot. LED light source concealed
deep inside fixture to provide extremely low viewing angle to reduce
glare.
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SPECIFICATION DETAILS B4-3/4” -~
—
Fixture Dimensions D7-7/8" x H11-3/4" .J.L 1 _
Light Source AC LED Module
Wattage 20W
Total Lumens 2100lm
Delivered Lumens GH-1133Im* Aluminum Finish :S
- i N @
Voltage 120V GH Graph!te | -
WH - White R
Color Temperature 3000K o
CRI (Ra) 80CRI
Optional Color Temps 2700K - 5000K Available, Minimum Order Quantities
Apply -
LED Rated Life 50,000 hours a7-7/8”
Dimming 100% - 10%, ELV Dimmer (Not Included)
Diffuser Details Parabolic Aluminum Reflector
Glass Details Clear Glass
Adjustable Yes
Wire Length 120" Max
Wire Type Outdoor Rated Cable
Sloped Ceiling Adaptable Yes
Location Wet, IP65
Canopy Dimensions D4-5/8" x H3/8"
* For custom options, consult factory for details.
* For warranty information, please visit www.kuzcolighting.com/warranty
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