
CLAREMONT
EW78513
WALL

PROJECT

EW78513-BK/OP
Black/Opal Matte

Glass

EW78513-BK/CR
Black/Clear Ribbed

Glass

SPECIFICATION DETAILS
Fixture Dimensions W4-5/8" x H13" x E5-5/8"

Height from center 9"

Light Source AC LED Module

Wattage 6W

Total Lumens 425lm

Delivered Lumens BK/CR-180lm*; BK/OP-150lm*;

Voltage 120V

Color Temperature 3000K

CRI (Ra) 90CRI

Optional Color Temps 2700K - 5000K Available, Minimum Order Quantities
Apply

LED Rated Life 50,000 hours

Dimming 100% - 10%, ELV Dimmer (Not Included)

Diffuser Details Frosted PC

Glass Details Clear Ribbed Glass; Opal Glass;

Location Wet

Illumination Direction Omni-directional

Mounting Style Wall Mount, Up or Down

Canopy Dimensions D4-3/4" x E5/8"

Material Aluminum + Glass

Paint Finish BK02

* For custom options, consult factory for details.
* For warranty information, please visit www.kuzcolighting.com/warranty

DESCRIPTION
Indulge in the timeless allure of Claremont as it reimagines the classic
post lamp with a modern twist. A delicate dance of sleek metal accents
embraces either Matte Opal Glass or Clear Ribbed Glass globes,
conjuring a captivating ambiance that effortlessly transcends indoor and
outdoor spaces alike. Finished in our signature Matte Black metal finish,
Claremont invites you to bask in the glow of its transformative design.

Matte Opal or Clear Ribbed Glass options
Matte Back finish
Exterior rated for indoor or outdoor use
Perfect for front doors, garage, or bathroom usage
Can be mounted up or down
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Finish
BK/OP - Black/Opal Glass

BK/CR - Black/Clear Ribbed Glass
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