
CHARLIE
FM6012
FLUSH MOUNT

PROJECT

FM6012-BN
Brushed Nickel

SPECIFICATION DETAILS
Fixture Dimensions D11-1/2" x H3-1/2"

Light Source AC LED Module

Wattage 22W

Total Lumens 1950lm

Delivered Lumens BN-1517lm

Voltage 120V

Color Temperature 3000K

CRI (Ra) 90CRI

Optional Color Temps 2700K - 5000K Available, Minimum Order Quantities
Apply

LED Rated Life 50,000 hours

Dimming 100% - 10%, ELV Dimmer (Not Included)

Glass Details Opal Glass

Location Dry

Mounting Style All Orientation; Ceiling and Wall;

CEC Title 24 JA8 Yes, JA8-2022

Energy Star Certified Energy Star Compliant

Paint Finish BN01

* For custom options, consult factory for details.
* For warranty information, please visit www.kuzcolighting.com/warranty

DESCRIPTION
A classic and minimal design this flush mount fixture is comprised of a
cylinder glass shade which diffuses the LED light downward while
spreading illuminance outward. The light is accented by a plated metal
ring which wraps the perimeter edge. Available in Brushed Nickel. The
spare details pair well with the simple form.

Canopy Powder 
Coated White

Metal Trim
BN - Brushed Nickel

White Opal Glass
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