
CURSIVE
LP95354
PENDANTS

PROJECT

SPECIFICATION DETAILS
Fixture Dimensions L54" x W5-1/4" x H13-1/8"

Light Source LED with DC Driver

Wattage 27W

Total Lumens 2625lm

Delivered Lumens BK-2358lm

Voltage 120V

Color Temperature 3000K

CRI (Ra) 90CRI

Optional Color Temps 2700K - 5000K Available, Minimum Order Quantities
Apply

LED Rated Life 50,000 hours

Dimming 100% - 10%, TRIAC or ELV Dimmer (Not Included)

Diffuser Details Frosted acrylic diffuser

Adjustable Yes

Wire Length 120" Max

Wire Type Black Coaxial Wire

Minimum Hang Height 18"

Sloped Ceiling Adaptable Yes

Location Dry

CEC Title 24 JA8 Yes, JA8-2022

Energy Star Certified Energy Star Compliant

Canopy Dimensions D6-1/2" x H1-3/4"

Finish Option(s) Black

Paint Finish BK01

* For custom options, consult factory for details.
* For warranty information, please visit www.kuzcolighting.com/warranty

DESCRIPTION
The Cursive linear pendant is a fluid signature of light, formed by an
effortless acrylic form dancing around a center rod, suspended by two
cables. Available in a black metal finish, this pendant offers soft ambient
light diffused by a frosted lens.
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Adjustable Side Canopy Option

Finish
BK - Black Frosted Acrylic Tube
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